
Wall Dena

 

Driver
Power Supply : Integral
Power Factor : >0.95
THD : <10%
Surge Protection : 2KV
Efficiency : >80%

Physical
Body : Extruded Aluminum
Diffuser : Clear Acrylic
Mounting : Surface - Wall
Finish : Powder coating Silver / 
   Gold / Cream

Light Source
Light Source : NICHIA
LED Lumens : 680 lm
CRI (Ra) : >80
LED Colour Temperature : 3000K / 4000K / 5700K

General
ID : 3980
System Wattage : 6W LED
Driver Integral : Constant Current
Input Voltage : 230-240Vac
Frequency : 50-60Hz
Operating Voltage : 100-277 Vac
Operating Temperature : -15°C~+50°C

Optical
Colour Temperature : 3000K
Luminous flux : 377 lm
Light Distribution : 120°

Technical Specifications
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DiameterHeight

1.1m 20 lx1m

2.1m 5 lx2m

3.2m 2.2 lx3m

Light Distribution

BIS
IP20 50,000 h

L70  B10
SDCM

≤ 3
100-277V

2 Nos. of SQ. head
coach screw

2 Nos. of rawl plug 

Cable entry hole Ø10

2 Holes Ø5 to suit
coach screws at CC 66


